GETTING STARTED

to SEARCH BY PRODUCT NUMBER
or any other detail, click on the
binoculars icon in the top menu.

to BROWSE BY PRODUCT TYPE
click on the bookmarks tab to
the left of your screen, or lick
on product types on this screen.




Air Set Brakes

e Spring release

e Designed for flange or shaft mounting

Spring Set Brakes

e Rir release

e Designed for flange or shaft mounting

NEMA C-Face Mount Spring Set Brakes

* Air release

e Mounts between motor and gear reducer

e Enclosed design in aluminum housing

e Optional corrosion resistant and food safe finishes available

SensiFlex® tension control brakes

-

e Smooth performance for tension control applications

e Patented actuator provides highly responsive torque control
e Radial holes create air flow for maximal heat dissipation

e Easy, slide on the shaft installation

e Designed for a long, low maintenance life cycle
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Rir Set Brakes

SPECIFICATIONS

Torque Rating Max. Bore w/ Square

Product No. (Ib-in) @80 PSI Key (inches)

B3F2H-STH 267
B4F2H-STH 760
B5F2H-STH
B6F2G-STH
BBF2K-STH

Have Any Questions About our Products?

Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com
DIMENSIONS — inches
Product No. 6 P (NPT)
B3F2H-STH . 3.875 1/16
B4F2H-STH . 4938 1/8
B5F2H-STH . 6.250 6.75 1/8
B6F2G-STH 7.937 8.56 1/4
B8F2K-STH 10.687 11.31 1/4
BAF2K-STH . 12.812 13.63 1/4

Metric Bore Sizes Available

© Mach Il Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.
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Spring Set Brakes

SPECIFICATIONS
Release Pressure |Max. Bore w/ Square

Product No. | Torque (lb-in) (Psi) Key (inches)

D3F3H-STH 286 60-65 1/8
D4F3H-STH 615 60-65 1-1/8
D5F3H-STH 60-65 1-7/16
D6F3G-STH 60-65 2
DBF3K-STH 60-65 23/8

6065 234/

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches
Product No. 6 P (NPT)
D3F3H-STH 4.375 . 1/16
D4F3H-STH . 5.562 1/8
D5F3H-STH 6.844 7.44 1/8
D6F3G-STH . 8.906 9.53 1/4
D8F3K-STH . 10.875 11.75 . 1/4
DAF3K-STH . . 13.750 14.84 1/4

Metric Bore Sizes Available

© Mach Il Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.
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NEMA C-Face Mount
Spring Set Brakes

% Product No. | Torque (b-in) L T NEMA
i : (PSI)

Frame Size

” _ D3C3R-56H 286 60-65 56(

| D3C3R-14H 286 60-65 1431C, 1451C
D5C3R-18H 575 60-65 1821C, 1841C
D5C3R-2TH 575 60-65 2131, 2151C

DESIGN FEATURES

Mounts between motor and gear reducer

Enclosed design in aluminum housing

Optional corrosion resistant and food safe finishes available

Not suitable for belt drive (pulley output) applications.
L K Consult factory for options.

K (TYP)--

1/8" NPT

Have Any Questions About our Products?
Call us foll free at 1-866-291-0849 or visit our Web site at www.machiii.com

Product No. Al A2 B1 B2 4 D E M (KEYWAY)
D3C3R56H | .624/.625 | .625/.626 | 4.498/4500 | 4.500/4.502 | 0.13 | 0. 6.50 | 25/64 . . 3/16
D3C3R-14H | .874/.875 | .875/.876 | 4.498/4500 | 4.500/4.502 | 0.13 | 0. 6.50 | 25/64 . . 3/16
D5C3R-18H |1.124/1.125 | 1.125/1.126 | 8.498/8.500 | 8.500/8.502 | 0.25 | 0.23 | 9.00 | 17/32 . . . 174
D5C3R21H |1.374/1.375 | 1.375/1.376 | 8.498/8.500 | 8.500/8.502 | 0.25 | 0.23 | 9.00 | 17/32 . . . 5/16

Metric And Custom Frame Sizes Available

© Mach Il Clutch, Inc. All Rights Reserved.
Mach 11 products include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




SensiFle

Tension Control Brakes

* DESIGN FEATURES

* TENSION CONTROL BRAKES
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DESIGNED TO MEET THE NEEDS OF TODAY’S CONVERTING CUSTOMER

Tension control applications are unique. They require a brake that will operate smoothly throughout the entire converting process without the sficking,
pulsing or cogging inherent in some brake designs. Heat caused by constant slip must be dissipated to prevent friction lining fade and premature brake
failure. The brake must be capable of a broad range of torque output to supply the processing flexibility demanded from today’s converting machinery.
One pneumatic brake offers these features plus the added benefits of competitive price, simple installation and long, maintenance free service . . .
SensiFlex® from Mach 11l Clutch, Inc.

SensiFlex® DESIGN FEATURES

Sensitivity = Flexibility

A newly developed, patented actuator provides maximum sensitivity fo the
slightest air pressure changes for the broadest possible range of torque
output and infinite controllability.

Superior Heat Dissipation

The unique, SensiFlex® brake design pulls cooler, ambient air info the
brake then pushes it outward through radial holes to effectively dissipate
the heat generated by constant slip.

Higher thermal horsepower capacity is achieved without the addition of
fans or expensive water cooling equipment. Lower operating temperatures
reduce the chance of lining fade and increase the wear life of the brake.

Smooth, Low Maintenance Performance

Precision machining assures parallel alignment of the friction and drive
surfaces for smooth operation and even wear. A single, specially molded,
low coefficient friction disc provides smooth performance and exceptionally
long life.

Simple Installation

Compact, self-contained brakes provide easy, slide on the shaft installation
with a single air line connection. Each unit is supplied standard with a
customer selected bore size & keyway.

EXCEPTIONAL APPLICATION ASSISTANCE & CUSTOMER SERVICE
Mach lll's engineering, design and sales team provides support before, during and after the sale. Application analysis, selection assistance, reliable lead times
and quick response to questions o field problems are components of every product manufactured by Mach Ill Clutch, Inc.

GENERAL ENGINEERING INFORMATION

Safety/Service Factor
When calculating required torque, always use a service factor of 1.5 to 2. It is not recommended to select a clutch or brake for use at its maximum rated
torque for continuous duty.

Listed Torque Ratings
Al torque ratings listed in this brochure are dynamic torque ratings. Brakes will reach their full rated design torque after a brief wear in period. The exact

Meng’rh of time for this to occur depends upon the application. j
| || . ®

Have Any Questions About Qur Products? S e n S I F I e

Call'us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

© 2003 Mach Il Clutch, Inc. All Rights Reserved.
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| Tension Control Brakes
IN SPECIFICATIONS
{ O
= Product | Torque Rating | Heat Dissipation |  Air Pressure | Weight-
X (4) No. @80 Psl at 1800 RPM | To Engage Brake* |  Lbs
HEAT DISSIPATION 38BK 148 Ibrin J4HP 4-5PS 7 lbs
2 S8k | 409 bin AT tHp 55-65P51 | 200bs
0 e Bk 788K 994 Iin 81 tHP 35-45PS | 41lbs
1 - ; _
095 = QSBK 1947 Ibvin T.13 tHP 3-4PS 74 Iy
0%: % * Avoides possible inconsistent regulator output below 3 PS
08 a i 78BK
075 =
% 0062 P REPLACEMENT PART KITS
& [
£ ¥ y A Kit Contents Part Number
= 045 d | LLLL Lt 588K
% 003;2 ¥ -t SESE Lo Facing Kit Low Coefficient Friction Disc, Add “-FK" to the product
Y v LT Brass Mounting Screws number. (e.g. 58BK-FK)
0.25 =
02 T
0154 m— 38BK - e
0.1 L] R e Repair Kit Low Coefficient Friction Disc, Add “-RK" to the product
0.05 =
0 Brass Mounting Screws, number. (e.g. 58BK-RK)
SEFESSSRESSZEESEEERE Spring(s) and Diaphragm
SPEED - RPM K /
DIMENSIONS — inches
PRODUCT No. B Range D E F G L P npr X
38BK 5/8107/8 3.97 31 4.63 4312 3.2 1/16 (4) 13/64 THRU
58BK 1101-3/8 5.62 50 6.63 6.125 4.87 1/8 (4) 11/32 THRU
78BK 1t01-7/8 7.00 50 8.25 7.625 6.12 1/8 (4) 25/64 THRU
98BK 13/8102-1/8 8.79 56 10.25 9.500 1.26 1/4 (4) 29/64 THRU

SensiFlex® brakes include rotating components and should be guarded according o OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary quarding.

- ®
Have Any Questions About Our Products? S e n S I F I e
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

©2003 Mach Il Clutch, Inc. Al Rights Reserved.



Thru Shaft Pilot Mount Clutches

e Stationary Air Housing design suitable for
A

midshaft or end of shaft locations

t e Pilot accepts sprocket, pulley

! "’ or v-belt sheave

End of Shaft Pilot Mount Clutches

j— e Rotary air fitting for end of shaft locations

e Pilot accepts sprocket, pulley or v-belt sheave

A

Clutch Mechanisms with Adapters

e Stationary Air Housing design suitable for midshaft or end of shaft locations
e Supplied with Adapter Sleeve for customer mounting to bearing supported
flywheel or other device

Clutch Mechanisms with Couplings

e Stationary Air Housing design for through-shaft mounting
e Shaft to shaft applications with no angular or parallel misalignment

Flexible Clutch Couplings

e Stationary RAir Housing design for through-shaft mounting

e Shaft to shaft applications with slight angular or parallel misalignment

NEMA C-Face Mount Air Clutches

e Mounts between motor and gear reducer

e Enclosed design in aluminum housing

e Optional corrosion resistant and food safe finishes available

SensiFlex® tension control clutches
e Smooth performance for tension control applications

e Patented actuator provides highly responsive
torque control

e Radial holes create air flow for maximal heat
dissipation

e Easy, slide on the shaft installation

e Designed for a long, low maintenance life cucle

e Three mounting options: pilot input, shaft

input and double-shaft foot mount




Thru Shaft Pilot Mount Clutches

Bronze Bushing Pilot

Torque Rating Max. Bore w/ Square
Product No. (Ib-in) @80 PSI Key (inches)

(3B2H-STH 555 1

(4B2H-STH 1-1/4
(5B2H-STH 1-7/16

(6B26-STH 2
N /

DESIGN FEATURES

Torque ratings to 5,400 pound inches

Bore sizes fo 2 inches

Low Speed Applications

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

) Product No J P(NPT)
(3B2H-STH . . . . . . . 3.50 . 1/16

N csons | o 4 4 . . . . 450 . 1/8

CSB2HSTH | 0. 4 4 . . . . 5.66 . 1/8
3812 763 . 1/4

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Thru Shaft Pilot Mount Clutches

Ball Bearing Pilot

Torque Rating Max. Bore w/ Square

Product No. (Ib-in) @80 PSI Key (inches)

(3A2H-STH 555 1
(4A2H-STH 1-1/4
(5A2H-STH 1-7/16
(6A26-STH 2

DESIGN FEATURES

Torque ratings to 5,400 pound inches

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches

) Product No H J X
(3A2H-STH . . . . . . 2.687 3.50 i . (6)10-32

(4A2H-STH . . . . . . 3.250 4.50 . . (6)1/420

(5A2H-STH . . . . . . 3.437 5.66 . . (6)5/16-18
4.750 7.63 . . (6)3/8-16

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Thru Shaft Pilot Mount Clutches

H Dut
ey U

Torque Rafing Max. Bore w/ Square

Product No. (Ib-in) @80 PSI Key (inches)

(5A2K-STH 3320 1-9/16
(6A2K-STH 5397 2

(BAZK-STH 9212 21/2
CAAZK-STH 14755 23/4

\_ GBAKSTH 21204 B2 )

DESIGN FEATURES

Torque Ratings to 21,200 pound inches

Bore sizes to 3-1/2 inches

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches

Product No. H J X

(5A2K-STH . . . . . 391 3.875 6.50 . ! (6)5/16-18

(6A2K-STH X . . . . . 4.750 7.63 . . (6)3/816
(BA2K-STH . . . . . . 6.000 8.97 | . (6)7/16:14
(AAZK-STH . . . . . . 6.500 10.13 . . 81/213
7.625 11.53 . . (8)9/16:12

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




€nd of Shaft Pilot Mount Clutches

Bronze Bushing Pilot

Torque Rating Max. Bore w/ Square

Product No. (Ib-in) @80 PS| Key (inches)

(3E2H-STH 555 1

C4E2H-STH 1317 1-1/4
(5E2H-STH
(6E26-STH

DESIGN FEATURES

Torque ratings fo 5,400 pound inches

Bore sizes to 2 inches

Low Speed Applications

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches

Product No. 3 F H J L M P X

(3E2H-STH : . . 1.21 2.59 . 1.875 3.50 4.67 2.50 : 1/4 Tube . (6)10-32

(4E2H-STH : . . 1.23 3.03 . 2.187 450 5.09 2.75 . 1/4 Tube . (6)1/420

(5E2H-STH . . . 1.61 3.69 . 2.656 5.66 5.80 3.25 . 1/4 Tube . (6)5/16-18

(6E2G-STH . . . 1.79 5.03 4.472 3.812 7.63 8.92 3.88 . 1/4 NPT* . (6)3/8-16

Metric Bore Sizes Available
*Rotary air union differs from the one pictured above. See following page for accurate rendering.

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




€nd of Shaft Pilot Mount Clutches

Ball Bearing Pilot

Torque Rafing Max. Bore w/ Square

Product No. (Ib-in) @80 PSI Key (inches)

(3D2H-STH 555
(4D2HSTH 1317
(5D2H-STH

DESIGN FEATURES

Torque ratings to 5,400 pound inches

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches

) Product No. H J X
(3D2H-STH . . . . . . 2.687 3.50 . . . . (6)10-32

(4D2H-STH . : . . ! . 3.250 4.50 . . . . (6)1/420

(5D2H-STH X . . . . . 3.437 5.66 . . . . (6)5/16-18

4.750 7.63 . . . . (6)3/816

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




€nd of Shaft Pilot Mount Clutches

H Duty - High T
oMy THR T Tt

Torque Rafing Max. Bore w/ Square

Product No. (Ib-in) @80 PS| Key (inches)

(5D3K-STH 4690 1-9/16
(6D3K-STH 7405 2

(8D3K-STH 14855 21/2
CAD3K-STH 30795 23/4
(BD3K-STH 41008 31/2

DESIGN FEATURES
Torque Ratings to 41,000 pound inches

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches
Product No. H P (NPT) X
(5D3K-STH . . . . . . 3.875 . . 1/8 . (6)5/16-18
(6D3K-STH . . . . . . 4.750 . . 1/4 . (6) 3/8-16
(8D3K-STH . . . . . . 6.000 . . 1/4 . (6)7/16-14
CAD3K-STH . . . . . . 6.500 . . 1/4 . (8)1/213
(BD3K-STH . . . . . 8.516 7.625 . . 1/4 . (8)9/1612

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Clutch Mechanisms with Adapters

Regular Dut
TR

Torque Rafing Max. Bore w/ Square

Product No. (Ib-in) @80 PS| Key (inches)

M3R2H-STH ]

M4R2H-STH 1-1/4
M5R2H-STH 1-7/16

r

DESIGN FEATURES

Torque ratings fo 5,400 pound inches

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches
) Product No. L M X Y
M3R2H-STH . . . . . . 4.34 3.66 . . (6)10-32 | (1)10:32
MARZH-STH . . . . .031 . 518 4.35 . . (6)1/4-20 | (1)1/420
M5R2H-STH . . . . . . 5.69 4.72 . . (6)5/16-18 | (1)1/4-20
6.54 5.39 . . (6)3/816 | (11/420

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Clutch Mechanisms with Adapters

H Dut
sy Tu

Torque Rating Max. Bore w/ Square

Product No. (Ib-in) @80 PS| Key (inches)

M5R2K-STH 3320 1-9/16
MM6R2K-STH 5397 2

M8R2K-STH 9212 21/2
IAR2K-STH 23/4

MBR2K-STH 31/2
N /

DESIGN FEATURES

Torque Ratings to 21,200 pound inches

Bore sizes to 3-1/2 inches

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches
Product No J L M X
M5R2K-STH 0. . : . . 6.50 579 4.83 . . (6)5/16-18] (1)
MER2K-STH 0. . . . . 7.63 6.54 5.39 . . (6)3/8-16] (1)
MBR2K-STH 0. . . . . 8.97 7.95 6.56 . . (6)7/16-14] (1)
MARZKSTH| 0. . . . . 10.13 8.85 7.38 . . @8)1/213] (1)
11.53 9.73 8.09 . . (8)9/16-12| (1)

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Clutch Mechanisms with Couplings
Regular Duty

SPECIFICATIONS

— Torque Rating Max. Bore w/ Square
- N Product No. (Ib-in) @80 PSI Key (inches)

M362H-STH 555 1

M4G2H-STH 1-1/4
M562H-STH 1-7/16

\_ M6G26STH 2/

DESIGN FEATURES

Torque ratings to 5,400 pound inches

3 See Engineering Section for shaft to shaft mounting recommendations.

—Z

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

Product No. P(NPT)
M362H-STH . . . . . 1/16
M4G2H-STH . . . . . 1/8
M562H-STH . . . 4.72 . 1/8
M662G-STH . . . 5.39 . 1/4

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Clutch Mechanisms with Couplings

H Dut
sy

Torque Rating Max. Bore w/ Square

Product No. (Ib-in) @80 PS| Key (inches)

M562K-STH 3320 1-9/16
M6G2K-STH 5397 2

MBG2K-STH 9212 21/2
MAG2K-STH 2:3/4

\_ MBG2KSTH 12 )

DESIGN FEATURES
Torque Ratings to 21,200 pound inches

\ Bore sizes to 3-1/2 inches

See Engineering Section for shaft to shaft mounting recommendations.

Y4

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches
Product No. M P(NPT)
MSG2KSTH . . . 4.83 . 1/8
M6G2K-STH . . . 5.39 . 1/4
M8G2K-STH . . . 6.56 . 1/4
MAGZK-STH . . 13. 7.38 . 1/4
MBG2K-STH . . 15. 8.06 . 1/4

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Flexible Clutch Couplings

Reqular Dut
? i

Torque Rating Max. Bore w/Square

N Product No.
roduct No (Ib-in) @80 PSI Key (inches)

—
—

m | _
“_ jtﬁ (3H2RSTH 555 1
- (4H2RSTH 1317 1-1/4
i |

el |
.. M. (5H2RSTH 17/16
\ C6H26:STH 2 /

DESIGN FEATURES

Torque ratings to 5,400 pound inches

Bore sizes to 2 inches

\ Shaft to shaft coupling with slight angular or parallell misalignment /

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com
DIMENSIONS - inches
Product No. M P(NPT)
(3H2R-STH . 4.50 . 1/16
C4H2R-STH . . 5.35 1/8
(5H2R-STH 9.70 575 1/8
(6H2G-STH . 12.14 6.48 1/4

Metric Bore Sizes Available

© Mach 11l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Flexible Clutch Couplings

Heavy Duty

SPECIFICATIONS

Product No.

Torque Rafing
(Ib-in) @80 PS|

Max. Bore w/ Square
Key (inches)

(5H2K-STH

3320

17/16

N\ CHASTH

5397

r

DESIGN FEATURES

Torque ratings to 5,400 pound inches

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches
Product No. M
(5H2K-STH . : . : 5.70
C6H2K-STH . : : : 6.48

Metric Bore Sizes Available

© Mach 1l Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




NEMA C-Face Mount
Air Clutches

Torque Rating NEMA

ProductNo (Ib-in) @80 S| Frame Size

(3C2R-56H 573 56C
G3C2R-14H 573 1431C, 1451C
(5C2R-18H 2587 1821C, 1841C

\_ QR 2587 231C 2151/
DESIGN FEATURES

Mounts between motor and gear reducer

Enclosed design in aluminum housing

Optional corrosion resistant and food safe finishes available

Not suitable for belt drive (pulley output) applications.
Consult factory for options.

I

NPTﬁ\ :
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|
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|
|
|
|
|

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

Product No.| Al A2 BI B2 D E M (KEYWAY)
(3CORS6H | 6247625 | 625/626 | 4.498/4500 | 4.500/4.502 | 013 | 015 | 650 | 25/64 27 |2 2% 316
3CR14H | 8747875 | 875/876 | 4.498/4500 | 4.500/4.502 | 013 | 015 | 650 | 25/64 27 |2 2% 316
(5C2R18H |1.124/1.125 | 1.125/1.126 | 8.498/8.500 | 8.500/8.502 | 0.25 | 0.23 | 9.00 | 17/32 . 174
(5C2R2TH |1.374/1.375 | 1.375/1.376 | 8.498/8.500 | 8.500/8.502 | 0.25 | 0.23 | 9.00 | 17/32 : 5/16

Metric And Custom Frame Sizes Available

© Mach 11l Clutch, Inc. All Rights Reserved.
Mach 111 products include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.
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CLUTCH inc.

DESIGNED TO MEET THE NEEDS OF TODAY’S CONVERTING CUSTOMER

Tension control applications are unique. They require a clutch that will operate smoothly throughout the entire converting process without the sticking,
pulsing or cogging inherent in some clutch designs. Heat caused by constant slip must be dissipated to prevent friction lining fade and premature clutch
failure.  The clutch must be capable of a broad range of torque output to supply the processing flexibility demanded from today’s converting machinery.
One pneumatic clutch offers these features plus the added benefits of competitive price, simple installation and long, maintenance free service . . .
SensiFlex® from Mach Il Clutch, Inc.

SensiFlex® DESIGN FEATURES

Sensitivity = Flexibility

A newly developed, patent pending actuator provides
maximum sensitivity to the slightest air pressure
changes for the broadest possible range of forque
output and infinite controllability.

Superior Heat Dissipation

The unique, patent pending SensiFlex® dutch
design pulls cooler, ambient air into the clutch (see
photo) and then pushes it outward through radial
holes to effectively dissipate the heat generated

by constant slip.

Higher thermal horsepower capacity is achieved
without the addifion of fans or expensive water
cooling equipment. Lower operating temperatures
reduce the chance of lining fade and increase the

wear life of the clutch.

Smooth, Low Maintenance Performance
A dual bearing pilot assures parallel alignment of the
friction and drive surfaces for smooth operation and
even wear of the single, long-lasting, low coefficient
friction lining. The dual bearing pilot also provides
stability for a field or factory mounted sprocket or
pulley, preventing deflection caused by belts or chains.

Simple Installation
Compact, self-contained clutches provide easy, slide on the shaft installation with a single air line connection. Each unit is supplied standard with a
customer selected bore size & keyway. SensiFlex® clutches are available with user specified sprockets or pulleys attached for true “out-ofthe-box”
installation. See page 5 for minimum sprocket and pulley specifications.

EXCEPTIONAL APPLICATION ASSISTANCE & CUSTOMER SERVICE
Mach lll's engineering, design and sales team provides support before, during and after the sale. Application analysis, selection assistance, reliable lead
times and quick response to questions or field problems are components of every product manufactured by Mach Ill Clutch, Inc.

\_ v

| [ ]
Have Any Questions About Our Products? S e n S I F I e
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

© Mach Ill Cluich, Inc. All Rights Reserved. 1 .

®




CLUTCH INC.

DESIGN OPTIONS TO MAXIMIZE HEAT DISSIPATION

Mach lll is the only manufacturer to offer separate models designed fo maximize heat dissipation based on machine layout requirements.
Pilot Input, Shaft Input and Double-Shaft Foot Mount configurations insure that the unique, patent pending cooling sleeve rotates at the
speed of the drive input to maximize heat dissipation.

Choose the Style Best Suited To Your Machine Design Requirements:

@ ALWAYS STATIONARY ROTATES AT SPEED OF DRIVE INPUT (@ ROTATES WHEN CLUTCH IS ENGAGED

%\

SensiFlex® Pl - Pilot Input Clutch

For applications requiring the clutch to drive the shaft when engaged. Cooling
sleeve rotates with the pilot mounted sprocket, pulley or coupling at the speed
of the drive input.

SensiFlex® SI - Shaft Input Clutch

For applications requiring the clutch to drive a pilot mounted pulley, sprocket or

o coupling when engaged. Cooling sleeve rotates with the shaft at the speed of the
drive input. Shaft input clutches can also be used as brakes by fixing the pilot to the
machine frame or other stationary surface.

SensiFlex® FM - Foot Mount Clutch

For applications requiring input and output shaft connections. Clutch drives
output shaft when engaged. Input shaft and cooling sleeve rotate at the speed
of the drive input.

Specifications and dimensional information for the Pilot and Shaft Input Clutches are contained within this brochure.
K Please confact Mach III Clutch for details on foot mount models.

®
Have Any Questions About Our Products? S e n S I F I e
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

© Mach I11 Clutch, Inc. All Rights Reserved. 9
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X\

D J G H _l
et Pilot Input
D< | @ Tension Control Clutch
B L Clutch Drives Shaft When Engaged
HEAT DISSIPATION
2
19
18 T 118PI
17 S
16 -
15
14 e
= }g v g 98PI SPECIFICATIONS
% “} AT Product | Torque Rating | Heat Dissipation | Air Pressure Weight-
Z AT Ed EEREECann 781 No. @ 80 Ps at 1800 RPM | To Engage Clutch* |  Lbs
= LA
0 % A 3601 66 Ibin 19 1P 55-650 | 3lbs
1 Lt
0 By e see | sl 222 Ibin 7P 3- 4Pl 11 bs
o GNPz NN naAREN 78 593 i L02He | 35—45PS | 29bs
1 o T T EEEEEE——— s | 98Pl 1214 Ibin 1.36 tP 459 53 Ibs
| e \J1en 2356 Ibin 1.90 1P 45-5K | 98l
SPEED - RPM— ———————— *Avoids possible inconsistent regulator output below 3 PSI
DIMENSIONS - inches
ProductNo. A B Range ( D E F G H J L P NPT X Thread Y Thread
38PI 22 1/2105/8 40 3.38 .61 2.79 2.25 1.875 2.56 | 3.84 116 | (3)10-24 10-24
58P 32 5/8t01 .60 5.00 .87 3.99 3.25 | 2750 3.69 | 556 1/8 | (31/4=20 | 1/4=-120
78PI 45 1t01-3/8 81 7.00 1.20 5.48 450 | 3.875 500 | 7.39 1/8 |(3)5/16—-18 | 1/4=-120
98Pl 49 1-3/810 1-7/8 87 8.50 1.25 6.98 563 | 5.000 622 | 8.8 1/8 | (6)3/8-16 | 1/4=20
118PI 55 1-5/8121/4 | 1.10 10.50 1.50 8.73 7.00 | 6.250 7.66 | 10.32 /4 |(6)7/16=14 | 5/16-18

SensiFlex® dlutches include rofating components and should be guarded according o OSHA requirements and other federal, state and local regulations. It is the responsibility of the user fo provide the necessary guarding:

SensiFle

Have Any Questions About Our Products?
Call'us toll free at 1-866-291-0849 or visit our Weh site af www.machiii.com

© Mach lll Clutch, Inc. All Rights Reserved.

®
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E -~
C

X

A=/ o
| |
:j
= =
D J G H || 1 F
el 3 Shaft Input
O< Tension Control Clutch
g Clutch Drives Pilot Mounted Sprocket
or Pulley When Engaged

HEAT DISSIPATION

2

19

18

17

1.6

15

14 At 1189
£ 13 B SPECIFICATIONS
S 12 -l
% “} P - Product | Torque Rating | Heat Dissipation | Air Pressure Weight-
=09 A No. @ 80 PSI at 1800 RPM | To Engage Clutch* | Lbs
= 98I
&0 EEPP=Sa 385| 66 lbin 08 1P 55-65S | 3hs

e LR L 78 | 56891 222 i 27 1 3-4S] 8 bs

e T T 7831 593 Ivin 54 tHp 35-450S1 | 23lbs

3 LT T B 561

ey 5 989 1214 Ibin 83 1HP 4-5p9 47 Ibs

B L e | \J18sl 2356 Ibin 1.46 tHp 45-5p9| 0l )

SPEED - RPM— ———————— *Avoids possible inconsistent regulator output below 3 PSI
DIMENSIONS - inches

ProductNo. A B Range ( D E F G H J L P NPT X Thread Y Thread

365! 2 | 1/2t05/8 | 40 338 | 61 279 | 225 | 1875 | 25 | 355 | 1/16 | 3)10-24 | 10-24

58| 36 5/8101 60 500 | 87 | 399 | 325 | 2750 | 3.49 | 484 | 1/8 |[(3)1/4-20 | 1/4-20

783| 45 1101-3/8 81 700 | 120 | 548 | 450 | 3875 | 500 | 652 | 1/8 [(3)5/16—18 | 1/4-20

983| 49 | 13/80017/8 | 87 850 | 125 | 698 | 563 | 5000 | 622 | 815 | 1/8 | (6)3/8=16 | 1/4-120

N8SI | 55 | 15/8t021/4 | 100 | 1050 | 150 | 873 | 700 | 6250 | 7.66 | 9.60 | 1/4 [(6)7/16—14 | 5/16-18

SensiFlex® clutches include rofating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.

Have Any Questions About Our Products?

Call us toll free at 1-866-291-0849 or visit our Web site af www.machiii.com

SensiFlex™

©Mach Il Clutch, Inc. All Rights Reserved.
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CLUTCH inc.
K (2)
INPUT ]
SHAFT
A
TH OUTPUT
Minmil SHAFT
S
HEAT DISSIPATION
) : :
H LA 118FM E (4) M’_i F 4’4
17 g
16 =
15
14 A
£13 A o e 98FM SPECIFICATIONS
212 P
£ ]'} I A ] - Product | Torque Rating | Heat Dissipation |  Air Pressure | Weight-
20 A A L] No. @80 Psl at 1800 RPM | To Engage Clutch* |  Lbs
= 08 Vi it
= 07 o il 38FM 66 Ib-in 19 tHP 55-6.5PS 6 Ibs
06 o e
05 z CLTTCCER S8FM | sgem | 222 bn STHiP 3-4pS] 18 1bs
04 4441 - || T
03 1 | T8FM 593 Iin 54 1P 3.5-45PS 42 Ibs
|~ //”
) Ean il EEEEEEEC B | 9BFM | 12141 1.36 tHP 4508 | 82lbs
e EEEESESScScSScsc=cScz \ 16 | 2856 i 1.90 tp 45-585 [120s J
SPEED - RPM * Avoids possible inconsistent regulator output below 3 PSI
DIMENSIONS — inches
PRODUCT No. A B ( (] D E F G H | K L P (NPT)
38FM 412 2.31 3.63 244 2.31 11/32 3.50 4.25 50 1.25 1/8 8.25 1/16
58FM 572 3.61 4.19 3.22 3.61 13/32 4.75 553 J5 1.80 3/16 11.41 1/8
78FM 7.34 3.73 512 3.84 3.73 13/32 6.25 7.00 0.75 1.80 3/16 12.59 1/8
98FM 8.75 4.48 6.25 4.50 452 13/32 1.25 8.50 1.25 2.37 1/4 15.25 1/8
T18FM 10.75 4.73 7.38 55 5.39 9/16 9.00 10.50 1.625 2.63 3/8 17.50 1/4

SensiFlex® brakes include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.

- ®
Have Any Questions About Our Products? S e l‘ ‘ S I F I e
Call us toll free at 1-866-291-0849 or visit our Weh site af www.machiii.com

© 2003 Mach Il Clutch, Inc. All Rights Reserved.
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CLUTCH inc.

SensiFlex® CLUTCH PILOT MOUNTED SPROCKETS AND PULLEYS

In addition to supplying every SensiFlex®
clutch with the precise bore size required,
all Shaft Input and Pilot Input SensiFlex®
clutches are available from our factory
with the sprocket or pulley you specify.

Pilot mounted coupling adapters are also
available. Contact Mach Il with your
special requirements.

SPROCKET AND PULLEY AVAILABILITY

Minimum "A" Type Sprockets Minimum Gearbelt Pulleys
Product 35 40 50 60 80 100 Contact Mach Il For
No. Chain Chain Chain Chain Chain Chain Types No Listed
38P1 - 3891 25 20 17 15 - - 261050, 26L075
58P1 - 5891 35 27 22 19 - - 27H100
78P1 - 789l - 35 29 25 20 - 37H100
98PI - 98SI - 43 35 30 23 - 45H100
1181 - 1185 . . 42 3 2 1 60H100
Safety/Service Factor :
When calculating required torque, always use a service factor of Kit Contents Part Number
1.510 2. Itis not recommended to select a clutch or brake for Fadng Kit Low Coeficent rction Disc, | Add ™FK” 10 the produc

use at its maximum rated torque for confinuous duty. Brass Mounting Srows number, (.. S851K)

Listed Torque Ratings

All torque ratings listed in this catalog are dynamic torque
ratings. Clutches will reach their full rated design torque after
brief wear in period. The exact length of time for this to occur
depends upon the application. \_ Spring(s) and Diaphragm J

. 4 B
Have Any Questions About Our Products? S e n S I F I e
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

Repair Kit Low Coefficient Friction Disc, | Add “-RK” to the product
Brass Mounting Screws, number. (e.g. 585I-RK)

© Mach Ill Clutch, Inc. All Rights Reserved. 5



Stop & Start the Pilot (Sprocket) Clutch-Brakes
« Air set clutch, spring set brake

Stationary air housing design suitable for mids haft
or end of shaft locations

Pilot accepts single sprocket, pulley or v-belt sheave

Stop & Start the Shaft

Air set clutch, spring set brake

Clutch-Brakes

Stationary air housing design suitable for midshaft or end of shaft locations
+ Pilot accepts single sprocket, pulley or v-belt sheave

Stop & Start The

Shaft Clutch-Brakes
Integral Double-Single

with
Sprocket

ol
=

i + Air set clutch, spring set brake
“N“ 1
Q\ 3

Stationary air housing design suitable for midshaft or end of shaft locations
f
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5lgned For Excellence

Stop & Start the Pilot

(sprocket) Clutch-Brakes T
Bronze Bushing Pllot —
Clutch Torque | Spring Set Brake | Brake Release |Maximum Bore w/

Eeiehe (Ib-in) @80 PSI | Torque (lb-in) | Pressure (PSI) (Square Key(inches)

W3B2H-STH 275 39 1520 5/8

W4B2H-STH 72 128 2025 1-1/4

W5B2H-STH 337 2025 1-7/16

wéBZG-STH 525 2025 2 /

DESIGN FEATURES

Air set clutch torque ratings to 2,700 pound inches

Spring set brake forque ratings o 525 pound inches

Bore sizes to 2 inches

Low speed applications

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches
Product No. G H

W3B2H-STH . . . . . 1.953 1.594

W4B2H-STH . . . . . 2.609 2.187

W5B2H-STH . . . . . 3.047 2.531

W6B26-STH . . . . . 4.422 3.812

Metric Bore Sizes Available

© Mach Il Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.
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Stop & Start the Pilot

(sprocket) Clutch-Brakes

Ball Bearing Pilot

Cluich Torque | Spring Set Brake | Brake Release  {Maximum Bore w/

ProductNo. | i) @80PSI | Torque Ibin) | Pressue (PS) [Square Key(iches)

W3AZH-STH 275 39 1520 5/8

W4AZH-STH 712 128 2025 1-1/4

W5AZH-STH 337 2025 1-7/16

W6A26-STH 525 2025 2

DESIGN FEATURES

Air set clutch forque ratings to 2,700 pound inches

Spring set brake torque ratings to 525 pound inches

Bore sizes to 2 inches

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches

Product No. G H X Y

W3AZH-STH : . . . . 2.734 2.375 . . (3)1024 | (2)5/16-18

W4AZH-STH : . . . . 3.672 3.250 . . (3)1/420 | (2)3/816

W5AZH-STH : . . . . 3.953 3.437 . . (3)5/1618 | (2) 7/16-14

W6A2G-STH : . . . . 5.359 4750 . . (3)3/816 | (2)1/213

Metric Bore Sizes Available

© Mach Il Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.
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Stop & Start the Shaft Clutch-Brakes
Bronze Bushing Pilot
SPECIFICATIONS

Clutch Torque | Spring Set Brake | Brake Release  |Maximum Bore w/

Produt No. (Ib-in) @80 PSI | Torque (Ib-in) | Pressure (PSI)  (Square Key(inches)

X3B2H-STH 275 19 1520 5/8

X4B2H-STH 712 62 20-25 1-1/4

X5B2H-STH 163 20-25 1-7/16

Qesze—sm 256 2025 2 /

DESIGN FEATURES

Air set clutch forque ratings to 2,700 pound inches

Spring set brake torque ratings fo 260 pound inches

Bore sizes to 2 inches

Low speed applications

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

Product No. G P(NPT) X Y

X3B2HSTH . . . . . 1.953 . . 1/16 . (3)1024 | (215/1618

XAB2HSTH . . . . . 2609 . . 1/8 ) (6)1/4620 | (2)3/816

X5B2H-STH . . . . . 3.172 2.656 . 1/8 . (6)5/16-18 | (2)7/16-14

X6B2GSTH . . . . . 442 3812 . 1/4 . (6)3/816 | (17213

Metric Bore Sizes Available

© Mach Il Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.
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Stop & Start the Shaft Clutch-Brakes
Ball Bearing Pilot

SPECIFICATIONS
Clutch Torque | Spring Set Brake | Brake Release  |Maximum Bore w/

AT (Ib-in) @ 80 PSI | Torque (Ib-in) | Pressure (PSI) (Square Key(inches)

X3AZH-STH 275 1520

X4A2H-STH 712 20:25

X5A2H-STH 20:25

X6A26-STH 20:25

DESIGN FEATURES

Air set clutch torque ratings to 2,700 pound inches

Spring set brake torque ratings to 260 pound inches

Bore sizes to 2 inches

See Engineering Section for minimum sprocket size information.

Have Any Questions About our Products?
Call us toll free at 1-866-291-0849 or visit our Web site at www.machiii.com

DIMENSIONS — inches

Product No. G H P(NPT) X Y

X3AZH-STH . ) . . ! 2.734 2.375 . 1/16 . (3)1024 | (2)5/16-18

X4AZH-STH . } . . ! 3.672 3.250 . 1/8 . (6)1/420 | (2)3/816

X5AZH-STH . . . . . 3.953 3.437 . 1/8 . (6)5/16-18 | (2)7/16-14

X6A26-STH . . . . . 5.359 4.750 . 1/4 . (6)3/816 | (D1/213

Metric Bore Sizes Available

© Mach Il Clutch, Inc. All Rights Reserved.
Mach 111 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Stop & Start the Shaft Clutch-Brakes
Integral Double-Single Sprocket

DESIGN FEATURES

Air set clutch torque ratings to 2,700 pound inches Spring set brake forque ratings to 260 pound inches

SPECIFICATIONS

Chain Size Product No. Clutch Torque Spring Set Brake Brake Release Maximum Bore with Minimum
(Ib-in) @ 80 PSI Torque (lb-in) Pressure (PSI) Square Key (inches) Sprocket
X3D2H-STH 275 19 1520 5/8 28 TOOTH
X4D2H-STH 712 20-25 1-1/4 36 TOOTH
X3E2H-STH 275 19 1520 22 TO0TH
X4E2H-STH 712 62 20-25 - 28 T00TH
X3F2H-STH 275 19 1520 18 TOOTH
X4F2H-STH 712 62 20-25 23 TOOTH
X5F2H-STH 20-25 25T00TH
X362H-STH 275 19 15-20 16 TOOTH
X462H-STH 712 62 20-25 - 20 TOOTH
X562H-STH 20-25 21 T00TH
X6626-STH 256 20-25 27 T00TH
X5H2H-STH 20-25 17 TO0TH
X6H26-STH 256 20-25 21 T00TH
X6J2G-STH 256 20-25 18 TOOTH

DIMENSIONS — inches

Chain Size Product No. D
X3D2H-STH 3.52 (2)5/16-18
X4D2H-STH 4.48 (2)3/816
X3E2H-STH 3.52 (2)5/16-18
X4E2H-STH 4.50 (2)3/816
X3F2H-STH 3.52 (2)5/16-18
50 X4F2HSTH 4.50 (2)3/8-16
X5F2H-STH 5.69 (2)7/16-14
X362H-STH 3.52 (2)5/16-18
X4G2H-STH 4.50 (2)3/816
X562H-STH 5.69 (2)7/16-14
X6626-STH 7.34 M1/213
X5H2H-STH 5.69 (2)7/16-14
X6H26-STH 7.34 N1/213
X6J26-STH 7.34 N1/213

Metric Bore Sizes Available

35

40

35

40

© Mach Il Clutch, Inc. All Rights Reserved.
Mach I11 producis include rotating components and should be guarded according to OSHA requirements and other federal, state and local regulations. It is the responsibility of the user to provide the necessary guarding.




Pilot Mount Torque Limiters

e Manually adjustable

e Pilot accepts single sprocket, pulley or v-belt sheave

Torgque Limiter Mechanisms with Adapters

e Manually adjustable
e Supplied with Adapter Sleeve for customer mounting
to bearing supported pulley or other device

Torque Limiter Mechanisms with Couplings

e Manually adjustable

e Shaft to shaft applications with no angular or parallel misalignment

Flexible Mechanical Torque Limiter Couplings

e Manually adjustable

A
.;’f"ﬂ

w 4= ¢ Shaft to shaft applications with slight angular
i -

'_._,..-"'-i

or parallel misalignment
, W

-

NEMA C-Face Mount Friction Torgue Limiters

e Mounts between motor and gear reducer
e Enclosed design in aluminum housing

e Optional corrosion resistant and food safe
finishes available
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Pilot Mount Torque Llimiters

Bronze Bushing Pilot

Torque (lb-in) with | Max. Bore w/ Square
Frodut Ko Spring @ 1/2 Height Key (inches)

T3B2H-STL 1159 1
T4B2H-STL 2029 1-1/4
T5B2H-STL 3095 1-7/16
T6B16-STL 7761 2

DESIGN FEATURES

Torque ratings to 7,760 pound inches

Bore sizes o 2-1/2 inches

Low speed 